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Conflow is renowned the world over as the leading 
supplier of specialist components and systems for dust 
suppression, fire suppression and all aspects of water 
control in underground coal Mining. 
 
Today Conflow products can be found operating both 
on the surface and underground in all the major mining 
industries, from coal to gold, in more than 30 countries 
around the world.  Furthermore, wherever minerals are 
moved in bulk – such as quarries, power stations and 
steel works - Conflow products are helping to reduce 
the negative impact on the local environment. 
 
At Conflow our aim is to provide you with a 
comprehensive range of services to meet your 
individual needs. 

 
Desc r i p t i on  

 
The Conflow Code 2801 - Staplelock Spray provides a fluid spraying system for cutting drums. The spray 
housing is welded onto the cutting drum, which is a hardened steel forging, specially formulated to resist 
distortion during welding and maximise resistance to wear during use.   
 
The spray is fixed in the housing with locking staples, so there are no threads prone to damage and the 
sprays can be easily and quickly cleaned or changed. The sprays are manufactured from stainless steel to 
eliminate corrosion problems, and are available in a wide range of different specifications with a range of 
inserts to provide different spray patterns. 
 
To extend the life of the Cutting Drum, every housing is threaded, so that once wear means the staples 
cannot be used, a single screwed spray (Conflow code 850) can be fitted into the remainder of the housing. 
 

Typical Applications 
 
•  For supplying pick flushing and dust suppression to mineral extraction shearer drums where precise spray 
positioning is required  
 
•  Particularly suitable for heavy duty shearer drums, where it is vital that the sprays operate accurately and 
efficiently all the time 
 

Features 
 
•  Maximum working pressure 105 bar 
•  Highly effective pick flushing of cutting drums 
•  Wide range of orifice sizes and spray forms 
•  Easy removal and replacement of sprays, requiring no special tools 
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Specifications 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The information on this data sheet is accurate to the best of Conflow’s knowledge, however we reserve the 
right to alter the product specification at any time. For any specific updated detail, please contact us. 


